
JAW-���
Thermal receipt printer

·Intelligent cutter to avoid paper jam

·Suppoort automatic cutting function.

·Compatible with ESC/POS commands.

·Support Linux system driver, OPOS driver.

·Support order coming and error alarm function.

Suitable for all kinds of commercial retail POS system, catering systems, industrial control system, etc. 

JAW-���

Coffee Shop Shopping Mart



Printing Method
Printing Speed
Paper Width
Print Width
Paper Thickness
Column Capacity
Line Space
Interfaces
Barcode Character

Barcode

Code Page

Power
Power Supply
Physical&Environment
Color
Dimensions
Packing Dimensions
Net Weight
Packing Weight
Temperature

Humidity

Reliability
Cutter Life
Printer Head Life
Software
Emulation
Driver
Utility
SDK

Direct Thermal
���mm/s
��.�±�.�mm
��mm
�.��~�.��mm
��� dots/line ��� dots/line (��mm)
Space �.��mm (changeable using commands)
USB+Wifi+Lan

UPC-A/UPC-E/JAN��(EAN��)/JAN�(EAN�)/
CODABAR/ITF/CODE��/CODE��
/CODE��� QR CODE / PDF���
PC���(Standard Europe)、Katakana、
PC���(Multilingual)、 PC��� (Portuguese)、
PC���(Canadian-French)、PC���(Nordic)、 West Europe、
Greek、Hebrew、East Europe、Iran、WPC����、PC���
(Cyrillic#�)、 PC���(Latin�)、PC���、IranII、Latvian、
Arabic、PT��� (����)

AC���~���V, DC ��V / �.�A

Black
(W×H×D) ���X���X���.�(MM)
(W×H×D) ���x���x���(MM)
�.�KG
��.�KG for � PCS
Operating Temp: �°C ~ +��°C, 
Storage Temp: -��°C ~ +��°C
Operating Humidity: ��%~��%, 
Storage Humidity: <��%(��°C)

�.� million cuts
���KM

ESC/POS
Windows/JPOS/Linux/Android/Mac
Windows & Linux test Utility
IOS/Android/Windows

Thermal Receipt Printer

JAW-���

SPECIFICATIONS DIMENSION

FEATURES

Compact Design

Compact Design Auto Cutter

Various Interface Paper Width

Easy Load

Printing

18
8

M
M14

0 
M

M

137.7 MM

*Specification may change without prior notice.


